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Nanojet

Nanojet 

MJ-K-301  MJ-K-103

300 nl

100 Hz

300 nl 2 ml/s 100 nl  2 ml/s

Nanojet MJ-K-103Nanojet MJ-K-301

Nanojet
3 ms

 500 3500 hPa 1 %
2 s

Nanojet



0.4 ... 20 mPas * 0.4 ... 50 mPas *

50 ... 500 µm * 50 ... 500 µm *

< 5 µm < 5 µm

 ... 55 °C

3500 hPa * 700 / 3500 hPa * 

10 ms * 3 ms *

w: 52 mm / h: 58 mm / d: 11 mm Ø: 10 mm / h: 53 mm

12 VDC 12 VDC

10 x 106 > 50 x 106

(MJ-E-101-42, MJ-E-130, MJ-E-...)
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4.9 kg

MJ-K-103 + MJ-D-103-C

MJ-K-301 + MJ-D-301

MJ-E-101-42

MJ-E-...

MJ-E-130

MJ-V-...
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Nanojet

MJ-K-301  MJ-K-103 

 4 ml, 8 ml, 12 ml or 250 ml

42TE 

300 nl *

10 m/s

1.98 s

3 % *

16 Hz * 

1.98 s

3 % *

100 Hz * 

 ... 60 °C

50 nl *

10 m/s

42TE > 3 84TE

 4000 ... 8000 hPa
15 W, 100 ... 250 VAC (50 ... 60 Hz)

LED
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